
Video intercom

SCREEN

RESOLUTION

VIDEO SYSTEM

MEMORY

AUDIO TYPE

CALL DURATION

10” color IPS (16:9) 

with touch screen 

1024×600 pixels

AHD 1080p (2 MP), 

AHD 720p (1 MP) or CVBS 

SD card, up to 256 GB

Half duplex

120 seconds

Design. Uniqueness. Innovations

POWER

CONSUMPTION

INSTALLATION TYPE

BODY STRUCTURE 

TEMPERATURE RANGE

DIMENSIONS

COLORS

Built-in power supply, 

~100 -240 V

21 W in working mode

14 W in standby mode

Surface mount

Polished aluminum + glass

–10 ... +55 ˚C

304×190×24 mm

Silver+black, silver+white

SL-10IPTHD

Product page

The SL-10IPTHD indoor monitor is the flagship of our product line. It has the most outstanding set 
of features, like quad screen mode and incoming call redirection to the Cloud Call mobile 
application. Monitor case made of high grade aluminum and has two color versions. Modern 
design suits any type of interior. Touch screen and user friendly interface makes it easy to operate. 

Unique features

Operating 
temperature
̶10 – +55 °С

IP cameras support
Connect two IP cameras 
and view the image any time

Quad screen mode
Watch the video from
all the sources on the
one screen

Free Cloud Call application
Receive notification and talk
to your visitor through the
mobile application


